OFPEN XENIUM 


Install Guide for XBox v1.6 


This guide is not intended to teach you to solder or hone other skills which may be needed for a 
successful installation. This guide will simply give you a path to follow while installing your 
OpenXenium Mod chip. 


OpenXenium is an Open Source Software / Hardware project. 
The project and license information can be found at 


https://github.com/Ryzee119/OpenXenium 


This document also includes images and references to the Open Source LPC rebuild board 
The project and license information can be found at 


https://kekule-oxc.github.10 


Credit is to be given to the folks who spent many hours creating these projects, they may, or may not 
accept donations, and that status may change over time. If so, please consider making a donation via 
information found within the project repositories. 


This document and photos were assembled by KingLuxor, you may distribute this document freely and 
in modified form, with the exception that no changes may be made to this page (page 1), with 
exception that it may be modified to reflect future contributors to this document. Information on this 
page may be updated but may not be removed. Any modifications to this document also must not 
violate the license of any open source project referenced within this document. 


What you will need for this installation. 
OpenXenium Mod chip, male pin header, LPC rebuild PCB v4 
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On the bottom side of the console, there are 6 screws you will need to remove. A Torx T20 1s the proper 
size bit to use for these screws. Two screws are under the labels and 4 are under the rubber feet. 


Do not open 


Taking apart or 
modifying the Xbox 
may lead to electric 
shock, fire, or damage 
to the Xbox and will 
void your warranty. 


AR ATIENTION 


Risque de 
choc électrique 


Ne pas ouvrir 


Tout désassemblage ou 
toute modification du 
Xbox risque d’entrainer 
un choc électrique, de 
provoquer un incendie 
ou d'endommager, 
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A! desmontar o modificar 
la consola Xbox puede 
producirse una descarga 
eléctrica, un incendio o 
dafos a la Xbox; ademas, 
se anulara la garantia. 


B1N98 and 4; 


O77 2167 
1 Uses only, 
ss B digital apparatus complies w)th sn ICES-O03E 
* Appareil numenque deslaiclasse 'Bjest.conforme a 

Ja normeiNMB-003'du.Canada- 


P 


PMULMLIOHTT 


a| Lanaoud: sozep SzSzg0! 2b 
“ON TWiuas: SOZEP S2S290! 


jiva 94W: €0-80—¥002 NOILWHOdHOD LIOSOBIIW 





Cut or peel back the stickers to expose the screw heads, peel the rubber feet from the outer edge of the 
console just enough to expose the screw heads. 
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After all six screws have been removed, flip the case and remove the top cover. 
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Remove the three screws holding the drives in place, a Torx T10 is the proper bit to use for these 
screws. Then disconnect the drive cables and remove the drives and trays from the console, also 
disconnect all cables connected to the motherboard. 
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The power rail filter caps on this motherboard have ruptured, a very common problem on v1.6 
consoles, they were replaced while making this document, but that procedure will not be covered in this 
document. These capacitors are circled in blue. 


Remove the screws from the motherboard so that you can removed the entire board for the work we are 
going to be doing, these screws are the same as the three which were removed from the drive trays. 


Next, place the male pin header into the LPC debug port, pay close attention and make sure to align it 
properly. 
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Place the LPC rebuild PCB into place, pay attention to position and orientation 


LPCorrectr v4 
Kekule—OXC.github.io 





Make s sure to solder all qoute o on the board, EXCEPT the one circled i in red. It will not hurt to 
solder this point, it is just not neccesary. 
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For this install, DO NOT bridge the DO-GND point, circled in RED. 
We have one more soldered connection to make, without making this connection, our mod chip will not 
boot. Flip the motherboard over remove the tape and test fit the OpenXenium onto the pin header, only 
apply light pressure, you should never have to force the chip onto the pin header. If it does not plug on 
easily, check for bent pins and try again. 
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Jumper the 1.6 connection toD0 pad as shown in the red circle above. 
This is for v1.6 ONLY. Do not add these jumper for any other revision, if this chip is to be 
installed in another revision at a later time, this jumper must be removed. 


Reverse the steps to reassemble your console. Please see the document “Getting Started with 
OpenXenitum.” This concludes the installation portion of the OpenXenium mod chip. 


